
♦ Replaces your old broken or skipping CD Changer 
♦ Add an iPod, up to 1,782 selections  (18 CD / 99 Tracks)  
♦ Plays AAC, MP3, MP3 VBR, Lossless, WAV and AIFF 
♦ Works with jukebox models CJ-V50 through CJ-V99 
♦ Faster song selections and quicker initialization 
♦ Charges your iPod, even while playing 

Replace or add a player to your jukebox 
In seconds … Without any modifications ! 

TEL:   (908) 362-6299 
FAX:   (908) 362-5889 

 

www.cdadapter.com 
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iPod Adapter For The Pioneer CD Laser  Juke  
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To iPod 30-pin dock connector 

To Pioneer 
"CONTROL" 
Player 1, 2 or 3 

To Pioneer 
"AUDIO IN" 
Player 1, 2 or 3 

iPod Adapter 

Ground Loop Isolator 

Line-out Audio 

9VDC Power Supply 

To Pioneer 

"AC OUTLET"  



The Pioneer Jukebox can have up to three CD changers. Each changer has three magazines that contain 6 CD discs. 
Of the four digit selection entry; the first digit is the magazine number (1-9), the second digit is the disc number within that 
magazine (1-6), the last two digits select the track number (01-99). 
 
The following table shows the entered disc number as it corresponds to the iPod playlist number for each connected player 

When the iPod is installed as …  
 

PLAYER 1 

Disc #    31, 32, 33, 34, 35, 36 
iPod #    31, 32, 33, 34, 35, 36 

Disc #    11, 12, 13, 14, 15, 16 
iPod #    11, 12, 13, 14, 15, 16 

Disc #    21, 22, 23, 24, 25, 26 
iPod #    21, 22, 23, 24, 25, 26 

When the iPod is installed as …  
 

PLAYER 2 

Disc #    61, 62, 63, 64, 65, 66 
iPod #    31, 32, 33, 34, 35, 36 

Disc #    41, 42, 43, 44, 45, 46 
iPod #    11, 12, 13, 14, 15, 16 

Disc #    51, 52, 53, 54, 55, 56 
iPod #    21, 22, 23, 24, 25, 26 

When the iPod is installed as …  
 

PLAYER 3 

Disc #    91, 92, 93, 94, 95, 96 
iPod #    31, 32, 33, 34, 35, 36 

Disc #    71, 72, 73, 74, 75, 76 
iPod #    11, 12, 13, 14, 15, 16 

Disc #    81, 82, 83, 84, 85, 86 
iPod #    21, 22, 23, 24, 25, 26 

iPod Adapter Installation 

Disc Selections and iPod Playlist Numbers 

The Pioneer Jukebox can have up to three CD changers. The AUDIO IN 
RCA jacks and the corresponding CONTROL mini-din connectors are 
identified as PLAYER1, PLAYER2 and PLAYER3. 
 

In this example, the iPod will be installed as CD player number one. 
 
1) Turn off the jukebox power. 
 
2) From the GROUND LOOP ISOLATOR, connect the male end RCA 

plugs into the AUDIO IN, PLAYER1 jacks. The female end connects to 
the RCA cable from the iPod Adapter. 

 
3) Plug in the 4-pin male DIN cable, from the iPod Adapter, to the 

CONTROL, PLAYER1 connector. The flat part of the cable faces up. 
Insert straight in, do not twist the cable while inserting as this may bend 
the connector pins. 

 

 
4) Plug the AC Power Supply into one of the jukebox AC OUTLETS. The 

other end of the power supply has a 2.1mm barrel plug (center positive) 
which plugs into the DC POWER jack on the iPod Adapter. 

 
5) Plug the 8-pin male DIN iPod cable into iPod Adapter. The flat part of 

the cable faces away from the label side of the iPod Adapter. Insert 
straight in, do not twist the cable while inserting as this may bend the 
connector pins. 

 



Using iTunes, you would create a playlist for each selectable CD. 
 

The first two letters of each playlist name must contain numeric digits to identify the 
disc number position. Any text following these two digits are ignored. The Pioneer 
jukebox selects from three magazines, each containing six CD's. For all 18 discs, 
you would create the following playlist name numbers ... 
 
(Magazine "A"):              11, 12, 13, 14, 15, 16 
(Magazine "B"):              21, 22, 23, 24, 25, 26  
(Magazine "C"):              31, 32, 33, 34, 35, 36  

12  Eric Clapton 
13  Mariah Carey 
14  John Michael Montgomery 
15  Reba McEntire 
16  Tim McGraw 
21  Acker Bilk 

Playlists 

> 
> 
> 
> 
> 
> 

11  Avril Lavigne  > 

Song positions within the playlists are the same for track selections. The very first 
song at the top is track 01, the next song is track 02 and so on. You can have up to 
99 songs in each playlist. The iPod is capable of playing most standard audio 
formats such as AAC, MP3, MP3 VBR, Lossless, WAV and AIFF. 

Complicated 
Sk8er Boi 
I’m With You 
Mobile 
Unwanted 
Tomorrow 

11  Avril Lavigne 

Losing Grip  

When a selection is made on the jukebox, the iPod display may show a check mark 
and the message "OK to disconnect" while the song is playing. This means the 
jukebox has control of the iPod. When the end of the song is reached, or the 
jukebox cancel button is pressed, the song play is stopped and the iPod screen 
switches back to the menu display. 

iPod 

Notice, near the bottom of the playlists, a playlist named "T19". This playlist name is 
used as an initialization identifier. When the iPod Adapter is powered-up, it searches 
for the T## playlist name. The numeric digits are compared to the stored digits from 
a previous iPod initialization. If the digits are not the same, a new iPod Initialization 
is performed. Any time the iPod will be re-sync'd, the numeric digits of the playlist 
name T##  should be changed (00 to 99). This forces the adapter to "learn" the new 
configuration of iPod playlists (CD's) and songs (tracks). In this case, you can 
rename it to "T20" or for date tracking, name it "T20 July 2012". 
For iTunes to transfer this playlist name, it needs  to contain at least one song  

32  Aerosmith 
33  ZZ Top 
34  The Moody Blues 
35  Rick Springfield 
36  The Eagles 
T19 

Playlists 

> 
> 
> 
> 
> 
> 

On-The-Go  > 

Setting Up The  iPod Playlists 

iPod Mode lets you play songs using the iPod controls instead of the jukebox. To do 
this, you need to add the dollar sign ($) as the first letter of a song name, then 
choose that song selection from the jukebox. 
 

Here, we programmed the fifth song in playlist eleven as the switch to iPod mode. 
When selection 1105 is made on the jukebox, the iPod will start playing that song, 
switches to the menu screen and allows you to control your iPod manually. 
 

The jukebox will remain in this mode indefinitely until either the jukebox Cancel 
button is pressed or the jukebox is powered off. 

Complicated 
Sk8er Boi 
I’m With You 
$Mobile 
Unwanted 
Tomorrow 

11 Avril Lavigne 
Losing Grip  

Manual iPod Control Mode 

ERROR NOTICE: If, when powered up, the iPod display is continuously switching back and forth, the problem may be ... 
♦ No playlists were found. Need to have at least one numerically identified playlist. Check iPod contents. 
♦ The "Tnn" initialization playlist name was not found. Need T00 to T99 with at least one song. Check iPod contents. 
♦ Communication error or failure. Defective cable, defective iPod Adapter or defective iPod. 



If this is a new installation or tracks have been added or deleted on the iPod, you need to initialize the jukebox so it can 
determine what CD numbers are available and how many tracks are in each playlist. 
 
Early model CJ-V5x jukeboxes automatically performed TOC initialization at each power up. Later models require the 
memory to be cleared to start initialization. (Also clears the ERR1 corrupted memory or low backup battery voltage error). 
 
Here are the steps to clear the memory … 
 
1) Open door (display says "OPEN") 
2) Press and hold "Service Mode" button until beep and display shows "P5" 
3) Press and hold "Memory Clear" button until beeps (takes about 20 seconds) 
4) Press and hold "Service Mode" button until beep and display shows "OPEN" 
5) Close door (In about 5 seconds, initialization will start) 
 
For model CJ-V99, open door, press and hold the "TOC INITIALIZE" button until beep, close door. 

The IPOD-PIO Adapter was developed for jukebox owne rs for non public performance use. 
We do not supply jukebox licenses.  

iPod Compatibility Chart 
    

    
iPod nano 
2nd Gen 

 
2GB 
4GB 
8GB 

 
Flash  

iPod 5G 
with Video 

 
30GB 
60GB 
80GB 

 
Hard Disk 

iPod Mini 
 

2GB 
4GB 

 
 
 

Hard Disk 

iPod nano 
3rd Gen 

 
4GB 
8GB 

 
 

Flash 

iPod Photo 
 

20GB 
30GB 
40GB 
60GB 

 
Hard Disk  

iPod 4G with 
Clickwheel 

 
20GB 
40GB 

 
 

Hard Disk  

iPod nano 
1st Gen 

 
1GB 
2GB 
4GB 

 
Flash 

Newer iPod Models 
will require the 

 
12V to 5V 

Charge Adapter 
 
 

See details below ... 

Beginning about 2009, Apple introduced a range of new devices which 
only charge from a 5V supply. 
 

Some of these devices include the iPhone 3G & 3GS, iPhone 4 & 4S, 
iPad, iPad 2, iPod Touch 2nd, 3rd, 4th, or newer generation and the 
iPod Nano 4th, 5th, 6th, or newer generation. 
 

These iPod models will generally display the message "Charging is 
not supported with this accessory" 
 

To fix this problem, you will need to insert a 12V to 5V charge 
converter between the cable and iPod as shown here. These are 
widely available on-line or you can purchase directly from us. 

iPod 12v to 5v Charge Converter 

DISCLAIMER - PLEASE READ 

Pioneer Jukebox TOC Initialization 


