
♦ Replaces your old broken or skipping CD Changer 
♦ Add an iPod, up to 1,782 selections  (18 CD / 99 Tracks) 
♦ Plays AAC, MP3, MP3 VBR, Lossless, WAV and AIFF 
♦ Change the iPod equalizer setting for desired effect 
♦ Works with jukebox models CJ-V50 through CJ-V99 
♦ Faster song selections and quicker initialization 
♦ Charges your iPod, even while playing 
♦ Offers manual iPod control mode 
♦ Supports 30-Pin dock type iPods, Touch & iPhones 

Replace or add a player to your jukebox 
In seconds � Without any modifications ! 

PIO-iPod3  

iPod Adapter For The Pioneer CD Laser  Juke�
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5-VDC AUDIO 

Line Out Audio 
Left Channel 

Line Out Audio 
Right Channel 

To jukebox 
Audio In 1, 2 or 3 

Audio Cable Plug 

5-VDC Power/Charger Plug 

USB AC Adapter 
Input:  AC 100-240V  50/60Hz 
Output:  DC 5V  1A 

To jukebox 
Player Control 

1, 2 or 3 
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Kit contents 

IPOD IS NOT INCLUDED ! 



The Pioneer Jukebox can have up to three CD changers. Each changer has three magazines that contain 6 CD discs. 
Of the four digit selection entry; the first digit is the magazine number (1-9), the second digit is the disc number within that 
magazine (1-6), the last two digits select the track number (01-99). 
 
The following table shows the entered disc number as it corresponds to the iPod playlist number for each connected player 

When the iPod is installed as …  
 

PLAYER 1 

Disc #    31, 32, 33, 34, 35, 36 
iPod #    31, 32, 33, 34, 35, 36 

Disc #    11, 12, 13, 14, 15, 16 
iPod #    11, 12, 13, 14, 15, 16 

Disc #    21, 22, 23, 24, 25, 26 
iPod #    21, 22, 23, 24, 25, 26 

When the iPod is installed as …  
 

PLAYER 2 

Disc #    61, 62, 63, 64, 65, 66 
iPod #    31, 32, 33, 34, 35, 36 

Disc #    41, 42, 43, 44, 45, 46 
iPod #    11, 12, 13, 14, 15, 16 

Disc #    51, 52, 53, 54, 55, 56 
iPod #    21, 22, 23, 24, 25, 26 

When the iPod is installed as …  
 

PLAYER 3 

Disc #    91, 92, 93, 94, 95, 96 
iPod #    31, 32, 33, 34, 35, 36 

Disc #    71, 72, 73, 74, 75, 76 
iPod #    11, 12, 13, 14, 15, 16 

Disc #    81, 82, 83, 84, 85, 86 
iPod #    21, 22, 23, 24, 25, 26 

iPod Adapter Installation 

Disc Selections and iPod Playlist Numbers 

The Pioneer Jukebox can have up to three CD changers. The AUDIO IN 
RCA jacks and the corresponding CONTROL mini-din connectors are 
identified as PLAYER1, PLAYER2 and PLAYER3. 
 

In this example, the iPod will be installed as CD player number one. 
 
1) Turn off the jukebox power. 
 
2) The RCA cable from the iPod Adapter plugs into the AUDIO IN, 

PLAYER1 jacks. 

 
3) Plug in the 4-pin male DIN cable, from the iPod Adapter, to the 

CONTROL, PLAYER1 connector. The flat part of the cable faces up. 
Insert straight in, do not twist the cable while inserting as this may bend 
the connector pins. 

 

 
4) Plug the AC Power Supply into one of the jukebox AC OUTLETS. Plug 

in the USB cable. The other USB cable end plugs into the 5-VDC jack 
on the iPod Adapter. 


